
+
Lengths  Semi: 13.80 m
  + Towing vehicle: 16.50 m
Widths  Fully expanded: 5.10 m 
  + 1m for lateral stairs
  Fully stowed: 2.55 m
Height  4.00 m

Lengths  Semi: 13.80 m

Widths  Fully stowed: 2.55 m

Height  4.00 m

Millenium Signature 19

25 up to 40 SONY HDC 3500
up to 40 SONY HDC 4300 Slow motion cameras 
6 wireless cameras

up to 10 HD DECK + USB

6 up to 10 HD EVS 12 channels video server

SONY XVS 9000

LAWO MC2 56

25 up to 35 SONY HDC 3500
included up to 6 SONY HDC 4300 Slow motion cameras

up to 4 UHD DECK + USB

6 up to 10 UHD EVS 4 channels video server

SONY XVS 9000

LAWO MC2 56

4K HDR Multiple 
control room

1x 380 V
1x 63AExtensible

MERCEDES Actros 1853 MERCEDES Actros 1853GQ-802-LJ GQ-881-LJ



Vision mixer 

SONY XVS 9000

160 input / 64 output

Up 10 M/E 8 keyers + MP2 

Frame memory

 35 direct access panel 4ME + AUX

4 DVE 3D – 40 resize

RGB color-correction

Cameras

25 up to 40 SONY HDC 3500

Included up to 6 SONY HDC 4300 Slow 

motion cameras

6 wireless caméras

Rec / Play

6 up to 10 HD EVS 12 channel video server 

Up to 10 HD DECK + USB

Routers

RIEDEL MEDIORNET SYSTEM 

464 x 464 up to 608 x 608

Audio / Vidéo UHD / HD / SD SDI 

LSB VSM Redundant system controller 

6 STAGEBOX Video 24X24

Monitors wall

RIEDEL MEDIORNET SYSTEM 

SONY Shading monitors 

EIZO 4K monitors

POSTIUM 4K HDR monitors

Video devices

10 UP/DOWN HD-SDI CONVERTERS 

HDRC4000

1 VPRO8 Color Correction / Emergency Sys-

tem

4 HD/SD dual channel character generators

TELESTREAM PRISM MPX2 control measure-

ment 

Sat & UHF demod receptors 

Sound Mixer 
LAWO MC2 56
16 mic/line
16 line output
16 Aes I/O
16 GPIO
Desk 64 faders 32/16C/16

Stage box ARTEMIS
1 Box 32 mic/line input – 32 line output
1 Box 48 mic/line input – 16 line output
2 Box 8 mic/line input – 8 line output

Router
6 Madi 64 I/O
16 x 16 AES I/O
1 UHD Core 512 DSP
1 Dante 256x256

Monitoring
Production room 
GENELEC 8341 AMM Full Digital 
WHOLER + DANTE monitors

Audio area
GENELEC 8341 Full Digital Surround 5.1

Audio devices
DOLBY equipments Atmos capabilities 
PC Audio server Ableton, Soundforge audio editing
Pyramix 64 tracks recorder
Digital Fx Waves Server

RIEDEL ARTIST 
160 x 160 up to 1024 x 1024 matrix 
2 hybrid telephone
4 ISDN and IP CODEC
Wireless intercom system BOLERO
1 radio Simplex / 1 radio Duplex

Video Sound

Intercom

Vision mixer 1

SONY XVS 9000

64 input up to 80 / 24 output up to 32

Up 5 M/E 4 keyers

Frame memory

35 direct access panel 4ME + AUX

20 resize

2 DVE 3D UHD

RGB color-correction

Caméras

25 up to 35 SONY HDC 3500 

Included up to 6 SONY HDC 4300 Slow 

motion  cameras

Rec / Play

6 up to 10 UHD EVS 4 channel video server 

Up to 4 UHD DECK + USB

Routers

RIEDEL MEDIORNET SYSTEM 

140 x 140 up to 220 x 220

Audio / Vidéo UHD / HD / SD SDI 

LSB VSM Redundant system controller 

10 STAGEBOX Video 8X8

Monitors wall

RIEDEL MEDIORNET SYSTEM 

SONY Shading monitors

EIZO 4K monitors

POSTIUM 4K HDR monitors

Video devices

8 UP/DOWN HD-SDI CONVERTERS 

HDRC4000

1 VPRO8 Color Correction / Emergency Sys-

tem

2 UHD dual channel character generators

TELESTREAM PRISM MPX2 control measure-

ment 

Sat & UHF demod receptors 

www.ampvisualtv.tv
Configuration maximale selon devis // Maximal technical settings on request


